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Green – Cast In Place

6600 x 8200

NRG Durdle Door

8105777

5+ 12 1700 26

NRG Durdle Door is a unique play structure that brings the
excitement of sliding into the mix! Featuring a rope ladder and a
banister rail, this addition offers endless fun for kids who love to
climb and slide. Children can ascend using the side ropes or the
rope ladder, then experience the thrill of sliding down the banister
rail. An added panel increases the fun, inviting kids to crawl through
to access the slide. For the more adventurous, ascending the
banister rail and descending via the ropes offers a thrilling
challenge. Available with either red or green ropes as standard, the
Durdle Door seamlessly blends with the rest of the NRG range,
ensuring both safety and endless adventure. Its durability is assured
through a secure, cast-in-place anchoring system. This variant has
green ropes.

Age Range No. of Users Assembly time Free height of fall EN1176 Impact area EN1176 Accessible Space needed
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Product Speci�ications

Age Range: 5+

Length (mm): 4950 mm

Width (mm): 3450 mm

Height (mm): 2900 mm

Net Weight: 243,85 kg

Safety Area Width (mm): 6600 mm

Safety Area Length (mm): 8200 mm

Safety Area : 26 m²

Fall Height (mm): 1700 mm

Assembly Time: 12 hours

Cast In Place

Anchoring

Technical Information

 Download product installation guide

 Download inspection and maintenance guide
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